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the test sample for a period of 2 min-
utes. Then the test procedure stated in 
paragraph (c) (3) of this section shall be 
repeated. 

(5) After one test sample has re-
mained in the oven for a period of 4 
hours, the Petri dish containing it 
shall be removed from the oven and al-
lowed to cool to room temperature, 
after which 5 lengths of 2-inch pipe 
cleaner shall be soaked separately in 
the test sample for a period of 2 min-
utes. Then the test procedure stated in 
paragraph (c) (3) of this section shall be 
repeated. 

(d) Appraisal of tests. To be deter-
mined as fire resistant according to the 
test requirements of this section, the 
three following results shall be 
achieved: 

(1) The average number of cycles be-
fore attaining a self-sustaining flame 
in the test described in paragraph (c) 
(3) of this section shall be 24 or more. 

(2) The average number of cycles be-
fore attaining a self-sustaining flame 
in the test described in paragraph (c) 
(4) of this section shall be 18 or more. 

(3) The average number of cycles be-
fore attaining a self-sustaining flame 
in the test described in paragraph (c) 
(5) of this section shall be 12 or more.

§ 35.23 Performance required for cer-
tification. 

To qualify as fire-resistant under the 
regulations of this part, a hydraulic 
fluid shall meet each performance re-
quirement and stated in §§ 35.20(d), 
35.21(d), and 35.22(d).

PART 36—APPROVAL REQUIRE-
MENTS FOR PERMISSIBLE MOBILE 
DIESEL-POWERED TRANSPOR-
TATION EQUIPMENT
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AUTHORITY: 30 U.S.C. 957, 961.

SOURCE: Schedule 31, 26 FR 645, Jan. 24, 
1961, unless otherwise noted.

Subpart A—General Provisions

§ 36.1 Purpose. 
The regulations in this part set forth 

the requirements for mobile diesel-
powered transportation equipment to 
procure their approval and certifi-
cation as permissible; procedures for 
applying for such certification; and 
fees. 

[61 FR 55525, Oct. 25, 1996]

§ 36.2 Definitions. 
The following definitions apply in 

this part. 
Applicant An individual, partnership, 

company, corporation, association, or 
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